
pe1/pm1 pe8/pm8 pe12/pm12

Pe1
(10.0.10.1) Pe8 (10.0.10.8)

Pe9 (10.0.10.9)

Pe12 (10.0.10.12)

Pm12
(192.168.3.12)

Pm9
 (192.168.3.9)

Pm1 (192.168.3.1)

8 x Pentium II, 350/400 MHz, 256 MB, 3.2GB (Linux/Windows 2000) 4 x Bi-Athlon MP 1800+ 512MB, 60 GB (Linux/Windows 2000)

Athlon XP 2000+
512MB, 80 GB

Pe0 (10.0.10.253)

Pm0
(192.168.3.253)

Plutao (193.136.19.48)

Rede DI (100 Mbit)
193.136.19.xxx

Rede Myrinet (2.0/1.2 Gbit)
192.168.3.xxx

Rede interna (100 Mbit)
10.0.10.xxx

Cluster do GEC

João Luís Sobral
Janeiro 2004

Celeron 466 MHz 256MB, 6.4 GB (Linux)plutao.di.uminho.pt/pe254

Cluster Server (Linux+DHCP+NFS+NIS)

1 2 3 4 5 6

7 8 9101112

A
B

12x

6x

8x

2x

9x

3x

10x

4x

11x

5x

7x

1x

E
th

er
ne

t

A

12x

6x

8x

2x

9x

3x

10x

4x

11x

5x

7x

1x

C Switch 16 Portas
10/100 Mbit

Com3 Switch Myrinet 2,0 Gbit/s
8 portas Fibra óptica

Com3 Switch Myrinet 2,0 Gbit/s
8 portas SAN

Pe254 (10.0.10.254)

Cluster front-end


